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CARTIER - McNAMARA - MANNIX - MORRISON - KNUDSEN

| General Contractors

QUEBEC NORTH SHORE AND LABRADOR RAILWAY

CONSTRUCTION

TIME“R” TABLE

Taking Effect 12.01 A.M. 1
Sunday, November 30th, 1952

GOVERNED BY ATLANTIC STANDARD TIME

FOR INFORMATION AND GOVERNMENT OF EMPLOYEES ONLY

The employees whose duties are prescribed by uniform code of operating rules must have a copy
of them accessible, and a copy of the current time table, and supplements thereto if any, with

them while on duty

The superior direction is EAST or SOUTH, and EAST or SOUTHWARD trains are superior to

trains of the same class in the opposite (inferior) direction

GEORGE GREIG

K MAMNAGER




TIME-TABLE ‘‘A”—NOVEMBER 30th, 1952

MOISIE DIVISION

Subdivision From To Miles
Wacouna TR .. Seven Islands. .. Oreway......... 181.5
Menthek. ... .. . ......Oreway .. ... ... ... ... KnobLake 180.5

362.0

Despatching Office—Seven Islands
A. A. PENNY,

A. W. SMITH, Chief Despatcher
Acting Supt. of Operations

T. RANTENAN
R. M. SOUTH, G. T. O'"CONNOR; Despatchers
Trainmaster C. M. MacLEAN

SPECIAL INSTRUCTIONS

1. Time will be transmitted at 11.00 A.M. daily except Sunday.

GENERAL SPEED RESTRICTIONS

2. Conductors and Enginemen are cautioned not to run their trains at excessive rate of speed, par-

P
ticularly on descending grades, around sharp curves or through cross-overs, junction stations and large vards.
Safety is of the first consideration.

The figures in this time-table do not excuse or authorize the non-observance of any speed restrictions
which may be otherwise specified.

Where a speed restriction is prescribed, either by time-table, train order or bulletin, specified speed
must not be exceeded in any one mile.

Through Tunnels 5 M.P.H.

Where track is in good surface :md. 11I'ic T o e oo 30 MLPLH.

Unless otherwise instructed, Wrecking Cranes handled in any train
must not be moved at speed exceeding ....... . 20 M.F.H.

Care must be exercised in handling on down-grades and rounding

sharp curves. During all movements in trains, boom of wrecking
cranes must be secured.

Spreaders, when being worked in ice cutting, ballasting and other
operations, {requent inspection must be made of equipment to
see that everything is in order. (See General Instructions No. 17,
paragraph 5) Fs L L j b 15 M.P.H.

3. Snow plows in operation. Speed of snow plows must be reduced to ten (10) miles per hour well in

advance of operating through station yards, approaching and passing station platforms, truss and girder
bridges and other important structures which extend above the level of the rail, requiring taking in of wings







